
BODYWORK 70 
Bonnet 

BONNET 

COMPLETE BONNET 

REMOVAL/REFITTING 

CAUTION: 
During removal (or refitting) avoid damging the 
paintwork. 
- Support the bonnet appropriately. 
1. Open the retainer clips and disconnect the heads 
of the telescopic props from the ball pins. 

1. Slacken the two nuts fastening the bonnet to each 
hinge 
2. Remove the bonnet. 

Refit the bonnet reversing the sequence fol
lowed for removal. Adjust the position of the 
bonnet. 
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ADJUSTMENT 

NOTE: The position of the bonnet should be 
adjusted together with that of the bum
pers (see specific paragraph). 
Should it be necessary to adjust the position 
of the bonnet, fi rstly act on the bonnet fasten
ing screws. If this is not sufficient, work on 
the upper door-bonnet hinges (see specific 
paragraph). 

1. Loosen the bonnet fastening screws, on both 
sides. 
2. Change the position of the bonnet. 
- Tighten the screws 
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1. Loosen the lockring of each of the adjustment pins. 
2. Slacken or tighten the adjustment pin, for bonnet 
height adjustment. 
3. Move the adjustment pin for horizontal adjustment. 
- Tighten the adjustment pin lockring, after making 
sure that the bonnet is correctly positioned. 

1. Loosen the pad locking nut. 
2. Slacken or tighten the pad by hand depending on 
necessity; tighten the locking nut. 
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BODYWORK 70 
Bonnet 

TELESCOPIC PROPS 

REMOVAL/REFITTING 
1. Open the bonnet, support it appropriately, then 
open the clamps and remove the prop releasing it from 
the fastening pins. 
2. If necessary slacken and remove the two ball pins. 
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Refit reversing the sequence followed for 
removal. 
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BODYWORK 70 
Exterior trim 

EXTERIOR TRIM 
FRONT BUMPER 

REMOVAUREFITTING 
- Disconnect the battery. 
1. Open the bonnet and disconnect the bumper ser
vices electrical connection. 
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1. Slacken the two lower screws connecting the bum
per to the gravel guard. 
2. Slacken the two front bumper screws. 
3. Remove the bumper. 
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1. If necessary, slacken the four bumper connection 
bracket screws. 
2. Remove the bumper connection bracket. 

1. Slacken the two screws. 
2. Remove the side bumper connection bracket. 

l 

~ 

g When refitting proceed as follows. 
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1. Position the front bumper without inserting the front 
screws. 
2. Check the alignment between the bumper and 
bonnet. 

1. If necessary, adjust the height of the bumper using 
an Allen wrench and tightening or loosening the 
bushes in the bumper connection brackets. 
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BODYWORK 70 
Exterior trim 

DIS-ASSEMBLY 

Remove the rivets and fasteners and dis-assemble 
the bumper components. 

REAR BUMPER 

REMOVAL/REFITTING 

- Disconnect the battery. 
- Remove the taillight strip (see specific paragraph). 
1. Remove the number plate lights from their hous
ings. 
2. Disconnect the electrical connections and remove 
the number plate lights. 

10-1994 


