
1. Turn the caliper as illustrated and change the brake 
pads. 

NOTE: The brake pad, with the wear sensorn 
must be fitted on the inner side of the disk 
(brake caliper piston side); at the same 
time, check the relief machined on the 
outer part of the pad, which should be 
positioned at the rear with respect to the 
direction of travel. 

2. When refitting the caliper adjust the position of the 
piston using tool no. 1.820.248.000. 

REAR BRAKE DISK 

REMOVAL I REFITTING 

- Set the car on a lift. 
- Remove the wheel on the side concerned. 
1. Slacken the two screws fastening the brake caliper 
to its support and move it to one side without discon
necting the piping and the handbrake cable. 
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1. Remove the brake pads. 

1 

1. Slacken the fastening pin and remove the brake 
disk. 
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CHECKS AND INSPECTIONS 

1. Check the thickness of the disks and check that the 
working surfaces have no deep scores or porosity. If 
necessary grind within the specified tolerances. 

At use limit At grinding limit 

9.2mm 10.65 mm 

1. When changing the brake pads only, check that 
disk oscillation, with respect to the axis of rotation, is 
within the specified limits (0.15 mm max.). 

NOTE: The value must be measured 2 mm from 
the outside diameter of the disk. 
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REAR BRAKE CALIPER 
REMOVAL / REFITTING 
- Set the car on a lift. 
- Empty the brake - clutch fluid reservoir. 
- Remove the wheel on the side concerned. 
- Remove the handbrake lever cover. 
1. Working on the special adjustment nut on the 
handbrake lever, loosen the tension of the cables.· 

1. Disconnect the handbrake cable from the brake 
caliper. 
2. Slacken the hose fitting. 
3. Prise the brake and withdraw the hose fitting. 
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1. Slacken the two screws fastening the complete 
brake caliper. 

42 + 51 Nm 
4.3 + 5.2 Kgm 

1. Remove the complete brake caliper. 
2. Retrieve the thickness. 

1 
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DIS-ASSEMBLY 

1. Disconnect the brake caliper hose fitting. 

1. Slacken the two screws fastening the brake caliper 
to the support bracket and remove it. 
2. Retrieve the brake pads. 
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1. Remove the bleed screw. 
- Using tool no. 1.822.108.000, remove the piston 
(A), protection boot (8) and seal ring (C). 

1.822.108.000 

REASSEMBLY 

1. Fit the seal ring in the caliper body. 
2. Position the protection boot on the rear of the 
piston. 
3. Assemble the piston and adjust its position using 
tool no. 1.822.108.000. 
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1. Partially tighten the bleed screw. 
2. Fill the caliper with the specified brake fluid until 
fluid without air bubbles comes out of the connection 
hole of the hose. 

1 

1. Tighten the bleed screw to the specified torque. 
2. Assemble the hose and lock the fitting to the spe
cified torque. 

1. Position the brake pads, then assemble the brake 
caliper on the support tightening the new fastening 
screws to the specified torque. 

10-1994 



CHECKS AND INSPECTIONS 

- The piston and caliper body should show no signs 
of scrapes or seizing; otherwise replace the caliper 
complete with piston. 
- Always replace the protection boot and the seal. 
- Make sure the bleed screw is not clogged. 
- Make sure that the hose is not swollen or cracked. 
- Change the brake pads if the thickness of the 
friction material is below 1.5 mm. 
- Check the brake caliper support bracket for cracks 
and distorsion. 
- If the handbrake cable automatic stroke adjust
ment device is not working properly replace the com
plete caliper. 

CHANGING THE REAR BRAKE PADS 

- Remove the rear wheel. 
1. Slacken the two screws fastening the caliper body 
and move it to facilitate replacement of the pads. 
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1. Change the brake pads. 

NOTE: There is no particular direction of assem-
bly for the rear brake pads. 

2. Using tool no.1.822.1 08.000 move back the piston 
to simplify assembly of the caliper, then refit the 
caliper. 

1.822.108.000 
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BRAKES 33 
Parking brake 

PARKING BRAKE 

CONTROL LEVER 
REMOVAL/REFITTING 

- Set the car on a lift. 
- Remove the lever cover (see GROUP 70). 
1. Completely slacken the parking brake lever adjust
ment nut and release the control cable. 
2. Disconnect the electrical connection from the park
ing brake switch. 

- Raise the car. 
- Slacken the fastenings of the exhaust pipe heat 
guards. (If necessary remove them see GROUP 10). 
1. Slacken the two screws fastening the parking 
brake lever. 

LF===;;_; ~ 

-
~18+29Nm \ 1_ 

~1.8+2.9Kgm 1 
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- Lower the car and work from inside. 
1. Remove the parking brake control lever. 

FRONT CONTROL CABLE 
REMOVAL/REFITTING 

- Set the car on a lift. 
- Remove the parking brake control lever cover. 
1. Slacken completely the parking brake lever adjust
ment nut and free the control cable. 
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- Raise the car. 
1. Disconnect the parking brake cables from the 
clamping bracket. 

--- -----r~~------

- Slacken the fastenings of the exhaust pipe heat 
guards. (If necessary remove them, see GROUP 10). 
1. Slacken the two screws fastening the front parking 
brake cable support. 

- Retrieve the front parking brake cable withdrawing 
it from the cable lead grommet. 

When refitting, make sure of the 
presence and correct positioning of the 
cable lead grommet. 
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REAR CONTROL CABLES 

REMOVAL / REFITTING 

- Remove the lever cover (see GROUP 70). 
1. Working on the adjustment nut loosen the tension 
of the parking brake cables. 

- Raise the car. 
1. Disconect the parking brake cables from the 
clamping bracket. 
2. Disconnect the cables from the body fastening 
bracket. 

2 

1. Disconnect the parking brake rear cables from the 
brake calipers. 
2. Release the rear parking brake cables. 
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ADJUSTING THE CONTROL 
CABLES 
The parking brake should only be adjusted after 
changing the brake pads, or the control cables or 
the brake caliper, as play takeup due to wear is 
automatic. 

1. Disconnect the parking brake cables from the 
brake cali~ers and operate the brake pedal forcefully 
at least ten times. 
- Reconnect the parking brake cables to the caliper
s. 
2. Move the parking brake control lever to the third 
notch on the toothed sector. 
3. Tighten the adjustment nut until the rear wheels are 
braked. 

With the lever in the rest position, check that the 
wheels are free. 
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HANDBRAKE ON WARNING 
SWITCH 

REMOVAL/REFITTING 

- Disconnect the battery (-) terminal. 
- Remove the parking brake lever cover (see 
GROUP 70). 
1. Disconnect the electrical connection from the 
switch. 
2. Slacken the fastening screw and remove the 
switch. 
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